
WEST HAVEN, CONNECTICUT ZONING REGULATION 

ARTICLE 5: PARKING, LOADING AND ACCESS 
SECTION 60 - PARKING AND ACCESS 

60. PARKING AND ACCESS 

60.1 PURPOSE AND INTENT 

60.2 

60.3 
60.3.1 

The purpose of this section is to establish standards for parking, loading and access for 
reasonable land use without adverse impact on .abutting properties or the commun
ity as a whole. The requirements and standards are intended to provide reasonable 
vehicular access to property and adequate and functional loading facilities for all 
land uses and to protect the operational integrity and safety of public streets. 

The intent of this section is to promote public health, safety and welfare by protecting 
the environment, promote the most appropriate use of land and good design of 
improvements, lessen congestion in the streets and overcrowding on the land, pre
serve the appearance, character and value of property, reduce noise and air pollu
tion, improve traffic, access and parking along City streets, and provide for pedes
trian and vehicular safety. 

APPLICABILITY 
The requirements of this section shall be followed whenever a building or structure 
is erected, converted, enlarged or structurally altered, or whenever a use of land, 
building or structure is established, expanded or changed. 
These requirements shall not prohibit a structure occupied by a conforming use 
from being enlarged or structurally altered for the purpose of obeying an order to 
meet the minimum requirements of applicable, health, safety and fire regulations. 
Once any required parking or loading space has been established, it shall not be 
discontinued if the result would be a reduction below the standards required by this 
Regulation. Any such discontinuance shall constitute a violation of this Regulation, 
and any existing building permit or certificate of occupancy issued in reliance upon 
meeting these standards shall become null and void. 
1. New Development occurring after the effective date of this Zoning Ordinance 

shall comply with all parking, loading and access provisions of this section. 
2. Change in Legally Nonconforming Development. Developments with legally non

conforming parking and loading areas on this code's effective date shall not 
increase nonconformaftce by reducing the number of parking or loading spaces. 

3. Parking· Exemption. If an existing nonconforming property has a building expansion 
or change of use occur such that there is an associated parking or loading require
ment in this Code over what was required by this Code before the expansion or 
change of use: 
a. 25 percent or more= all required parking and logding shall be provided. 
b. Less than 25 ~ercent = only the number of parking or loading spa~'*~ required 

by the expansion or change of use shall be addedo 

REVIEW PROCESS 
Pian Submission. In any case where three (3) or more residential parking spaces are 
required a plan shall be submitted to the City which shall be sufficient in scope and 
character as determined by the reviewing authority to conclude adherence with all 
relevant requirementso 
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60,3,2 

60,3.3 

60.3.4 

60.3.5 

60.4 
60.4.1 

60.4,2 

60.5 
60.5.1 

Findings Required. In accord with §8-3(g), C.G.S. et seq ., all site plans for more 
than 10 parking spaces shall be submitted to the Planning a nd Zoning Commission, 
which shall review and determine whether they comply with this Regulation. In so 
acting the location of improvements shown on said plan may be modified to 
comply with the intent of this Regulation. The Commission shall make the following 
findings pertaining to any parking area of more than fifty (50) spaces that such use: 
a, will not create or contribute to serious traffic congestion or unduly inhibit surface 

traffic and pedestrian flow; 
b, provides separate entrances and exits where appropriate; 
c. provides parking to the rear of the principal structure as much as possible; 
d. is adequately screened and landscaped; 
e. is lighted in a manner that does not create a nuisance or hazard to any 

adjoining property or public street; 
f. does not adversely affect the continuity of retail frontage; 
g, meets the traffic standards and recommendations of the Traffic Division of the 

Police Department, 
Minor Site Plan. For up to 10 spaces a Site Plan Review shall be submitted to the 
Commissioner of Planning and Development or a designee to review and determine 
compliance with this Regulation. 
Large Scale Development. For any development project involving construction or 
addition of more than 50,000 square feet floor area in one structure, or the addi
tion of 200 or more parking spaces, a TIS (Traffic lmpad Study) is required. 
a. Traffic Impact Study (TIS). The TIS shall show the amount and direction of traffic 

to be generated by the proposed development and shall estimate the effed 
of such traffic on the roadway capacity and safety. 

b. Advisory Report Required. No more than 30 days following the filing of the flS, 
the Traffic Division of the Police Department shall issue an advisory report 
evaluating the TIS methodology and findings. 

Overall Parking Plan. Any large scale, multi-building facility or organization that has 
parking in more than one location or parcel may provide an Overall Parking Plan. 
Administrative and Application Standards shall be adopted by the Commission prior 
to acceptance of Overall Parking Plan applications and at a minimum shall require a 
defined boundary showing the buildings and parking area(s) to be served, specify 
required and optional materials to be submitted by the applicant, an application 
review process and time schedule, and standards for approval or amendment of an 
Overall Parking Plan. Forms, Checklists, and Regulations may be created by the 
Commission to assist in the administration of this provision. 

PERMITTED LOCATION Of SPACES 
Parking spaces shall be provided either in garages or paved areas that c onform to 
these provisions, not in required setback or yard areas except as herein allowed, and 
shall not encroach on the public right-of-way. 
Side orr Rear Yard Peirking. Parking spaces may be located within a required side or 
rear yard setback provided that no such parking space shall extend within one 
foot of any lot line. 
OffmLOT PARKING 
Where Allowed. Parking spaces shall be located on the same zoning lot as the q,gse to 
which they are accessory in R-1 and R-2 zoning districts. In all other zoning distrids off
streei' parking spaces may be located on a separate zoning lot whose entrcince is 
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60.52 

60.6 

60.7 

60.7.1 
60.7.2 
60.7.3 

60.7.Ll. 
60.8 

60.9 

within 300 feet walking distance of the principal entrance of the structure that the 
parking serves, provided that parking for the principal use is permitted in the zoning 
district in which the accessory off-street parking lot is located. 
Parking Credits. To be credited to the quantity of parking or loading spaces required 
for such structure or use, any parking or loading space not located on the same lot 
as the structure or use to which it is assigned must be either: 
1. Owned by or under long-term lease (minimum 5 years+ 5 years renewable) to the 

owner of such structure or use, with appropriate deed restrictions and long-term 
leases recorded on the West Haven Land Records; or 

2. Made available on a long-term basis by a public agency, with written certification 
as to such availability. 

PROHIBITED LOCATIONS 
1. Within Driveway. No space or within the driveway other travel portion of any park

ing lot or driveway shall be deemed to be a parking space except for a single~ 
family dwelling; 

2. Off-street parking is prohibited in a required front yard, in required usable open 
space, or in an unapproved parking space. 

3. No parking space shall be permitted where exiting vehicles must be backed into or 
out to a public street, except for driveways serving a one or two~family residence. 
Vehicles may back out toward an alley when proper aisle widths are provided. 

4. No parking space shall be used for commercial sales or servicing or dead 
storage of automobiles or automotive equipment. 

FRONT YARD PARKING PERMITTED BY SPECIAL PERMIT 
Parking spaces (whether enclosed or not) may be permitted to be located within a 
required front yard by special permit upon a finding based upon evidence that such 
parking spaces: 
are necessary to the use with which they are connected, and 
cannot be located practically elsewhere on the lot, and 
location within a required front yarrd will not depreciate property values or cause 
vehicular or pedestrian traffic hazards or substantially decrease the open aspect of 
the street, and 
are properly screened and arranged in accord with Regulation requirements. 
JOINT AND COMMON USE OF OFF=STREET PARKING AND/OR LOADING 
The Planning and Zoning Commission may approve joint or common use of off-street 
parking spaces located on separate and adjoining 80#3 under separate ownership in 
any multi-family, commercial or mixed use district provided that the off-street p@rkiYBg 
spaces comply with all applicable Section 60 requirements and a legal instrument 
such as a lease (minimum 5 years, 5 years renewable), easement or other deed 
restriction guaranteeing access to and use of such joint or common off-street parki01g 
spaees for each applicable separate use is filed on the West Haven Land Records. 

The Commission must make a finding that the proposed joint use of parking or: load
ing will meet the requirements of this Regulation for the tow or more uses involved at 
the time when such uses are in operation. 

PIJBUC OR PRIVATE !PARKING LOTS AND PARKING GARAGES 
Before a Special Permit may be issued for a public or private parking lot or garage 
as a principal use in addition to meeting all other requirements set fodh in Article 2, 
the Planning and Zoning Commission must determine that such use: 
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60.9.1 will not create or contribute to serious traffic congestion and will not unduly inhibit 
surface traffic and pedestrian flow; 

60.9.2 has adequate reservoir space at vehicular entrances to accommodate vehicles 

60.9.3 
60.9.4 
60.9.5 

equivalent in to ten ( 103) percent of the total number of spaces; 
provides separate entrances and exits where appropriate; 
does not adversely affect retail frontage continuity. 
traffic and flow has been approved by the Traffic Authority. 

60.10 ADDITIONAL RESIDENTIAL DISTRICT PARKING RESTRICTIONS 
Parking of commercial vehicles, recreational vehicles, watercraft and off-road 
vehicles shall be restricted as follows: 

60.10.1 Any vehicle regulated by this section which is stored outside shall be in mechanically 
and legally operable condition. 

60.10.2. Vehicle Use. No recreational vehicle shall be used for living, sleeping or housekeeping 
purposes while stored. 

60.10.3 Recreational vehicles, off-the-road motor vehicles, and watercraft of greater than 20 
feet in length, shall be stored in the following manner. 
1. Inside a carport or garage, or 
2. Outside behind the face of the principal building, or 
3. Outside in the front yard at least 5 feet from the front lot line provided: 

a. said parking is for loading and loading operations completed in 24 hours, or 

b. if terrain prevents access without substantial damage to existing large trees or 
landscaping a lot shall be determined by the Commissioner of Planning and 
Development to have reasonable rear yard access. 

60.10.4. Watercraft length shall not include any portion of any trailer used for transporting the 
watercraft that extends beyond the watercraft itself. 

60.10.5 Corner lots shall be deemed to have reasonable rear yard access. 
60.10.6 Parking on a one or two family dwelling site shall meet §60.7 requirements. 
60.10.7 Parking surface area for accessory off-street parking for recreational vehicles, 

watercraft and off-the-road vehicles shall meet §60.8 requirements. 
60.10.8 Residential Restriction on Commercial Vehicles. No more than two (2) commercial 

vehicles shall be parked at any one time on a residential zone lot. Commercial 
vehicles stored outside must be parked in an approved driveway or parking space. 
Such vehicles shall not exceed three-quarter (3/4) ton capacity and shall be used by 
an occupant of the dwelling for personal or business transportation. Commercial 
vehicles engaged in lawful construction or service operations on the site are 
exempt from this requirement. 

60.1 0.9 In no case shall any non-passenger vehicle or other c ommercial vehicle including 
construction equipment, other than camp trailers, campers, personal boats or 
commercial vehicles that do not exceed 3/4 ton load, as specified by the 
Connecticut Motor Vehicle Department, be parked or stored in any residential 
district, except as service vehicles on a temporary basis. 

60.10.10 No commercial vehicle shall be parked or stored overnight, w hether on public or 
private properly, public street or other vehicular right-of-way in a ny residential district. 

60.1 Oo11 The regular transfer, loading, unloading, or other processing of materials, supplies, or 
goods on or o ff any permitted c ommercial vehicle within a residential disirict is 
prohibited. 
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60.11 
60.11.l 

UNREGISTERED VEHICLE STORAGE 
Residential Districts. In no case shall there be more than either one (1) unregistered 
vehicle or one (l) registered motor vehicle not in condition for use on public high-
ways on any zoning lot. Additionally, any such vehicle must be parked or stored with
in a fully enclosed garage or similar structure, or on a paved parking area located to 
the rear of the principal structure, but not within any yard setback areas. 

60. l l .2 In no case shall any unregistered motor vehicle or any registered motor vehicle 
not in condition for use on the public highways be permitted to be parked, or be 
stored on any public or private street or public vehicular right-of-way. 
a. One such vehicle may be temporally parked on a private driveway or private 

right-of-way for a period of time not exceeding twenty-four (24) hours. 
b. Commercial vehicles shall not be permitted to be parked on a public street or 

right-of-way for more than four (4) hours in any residential district. 

60.12 ACCESSORY OFF-STREET PARKING may be constructed for single and two family 
dwellings for passenger vehicles, recreational, off-the-road vehicles, and watercraft 
Said accessory parking may be in addition to and on other than the access drive. 

60.12.1 Requirements. 
l. Dirt, woodchip or sod surfaces are prohibited. 
2. Said accessory parking shall have an approved access thereto. 
3. The surface for such storage area shall consist of either pavement, brick or 

concrete blocks, CA-10 gravel with curb or border of railroad ties or cement or 
other surface acceptable to the City Engineer. 

4. To improve visibility for vehicles exiting from parking structures or parking lots 
that have on elevation below that of the adjacent right-of-way, the access 
drive shall be built to conform to the dimensions of Figure 60.5. 

60.13 NUMBER OF PARKING SPACES 
Off-street parking shall be provided in accord with Table 62.1 . 

60.13. l In the case of a use not specifically mentioned, parking shall be provided according to 
the requirements for the use to which it is most related or similar as determined by 
the Commissioner of Planning and Development. 

60.13.2 Where further refinement of Table 62.1 provisions is necessary, reference shall be 
made to Trip Generation, Institute of Transportation Engineers, in its latest edition, or 
the Highway Copacity Mcmual (HCM), Transportation Research Board, American Asso
ciation of State Highway Officials Manual, in its latest edition. To determine off-street 
parking requirements listed in Table 62.1 the following measurement units apply: 
l. Floor Area. Where the unit to determine required off-street parking spaces is 

floor area the gross floor area in §2.2 Definitions shall be the basis. 
2. Seated Assembly. In places of public assembly where attendees occupy benches 

or other similar seating each 2 feet of seating length shall be counted as l seat. 
3. Open Assembly (no seats). 1 parking space shall be provided for each 4 persons 

fire capacity as determined by the standards of the Fire Marshall. 
4. Mix~d Open ~Blld Assembly. Where a place of public assembly has both fixed 

seats and open assembly areas, requirements shall be computed separutely for 
each type and then added together to determine the 'total parking requirement. 

5. fractoona! Pour!<irng Spaces. When units of measurement result in fractional space 
requirements, any fraction less than .5 shall be disregarded, and any fraction over 
and including .5 shall require 1 ·full parking space. 

PARKING, LOADING & ACCESS 

Page 60-5 



WEST HAVEN, CONNECTICUT ZONING REGULATION 

D 
Figure 60.1 Parallel Parking Illustration. 

60.14 RESIDENTIAL PARKING DESIGN. 
60.14.1 Required parking spaces may be placed end to end. 
60.14.2 Garage doors opening towards a public street shall be a minimum of 20 feet from 

the property line. 

60.15 

60.16 

EMPLOYEE PARKltJG ADJUSTMENT 
For long-term inJiividually assigned employee parking spaces the minimum space 
width may be reduced to 8 feet. 

DEFERRED PARKING OPTION 
A use requiring 50 or more parking spaces parking spaces may request that up to 25 
percent (25%) of the required parking be a reserve area to be completed at a later 
date. The applicant shall state the basis for the proposed parking reserve area, which 
may include experience at locations of similar size and character, and shall show on 
the site plan the parking spaces proposed to be deferred. All approved landscaping 
and drainage to serve the "Parking Reserve Area" shall be completed prior to 
issuance of a Certificate of Occupancy. 
If in the sole opinion of the City conditions warrant the "Parking Reserve Area" shall be 
completed within a reasonable time, weather permitting. 

60.17 HANDICAPPED PARKING 
When Federal or Connecticut state law requires handicapped accessibility, all off
street parking lots except those serving one and two family dwellings shall provide 
handicapped parking in accord with Table 60.1. 

11.8' 

9' 9' 9' 
$' 9' 

Handicapped Accessible SpC!lee = 15' Width lnduding 5' Wide Access Aisle 

Figure 60.2 Handicapped Parking Dimensions. 

60.17.1 Definition. 
HANDICAPPED PARKING SPACE: A parking space 15 feet wide including a 5 feet 
wide cross-hatched access aisle and 18 feet deep that serves handicai:;ped 
persons. 

60.17:1. Requirem~nts emcl Que1ntityo Handicap parking spaces,. including design and signs, 
must comply with the State of Connecticut Accessibility Code and American Disabil
ities Ad (ADA), as amended. If the West Haven Zoning Regulation and State or ADA 
requirements differ, the more restrictive standard shall apply. 
1 0 Heoi~th Carre Facilities. 10% of the total parking spaceso 
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2. Ambulatory Care Facilities. 203 of the total parking spaces. 
3. Handicapped Van Provision. For every six or fraction of six accessible parking 
spaces, at least one shall be a van accessible space 16 feet wide including a n 8 
foot wide cross hatched access aisle. 
Any parking structure shall provide a minimum of 2 handicapped van spaces, which 
shall have a minimum vertic al clearance of 8 feet, 2 inches. 
4. Handicapped Parking Space Slope. No more than 23. 

Table 60.1 QUANTITIES OF HANDICAP PARKING SPACES REQUIRED. 

Number of 
Parking Spaces Required 
;;25 
26-50 
51-75 
76-100 
101-150 
151 -200 
201-250 
251-300 
301 -400 
501-1000 
overlOOO 

Total Number of Handicapped 
Parking Spaces 

1 
2 
3 
4 
5 
6 
7 
8 
9 

23 of Total Number 
20 p lus 1 

KEY - W := Parking Space Width D "' Parking Space Depth IB "' Parking Space Bay 

f egure 60.3 An led Pair!dn mustratiolril. 

A 

KEY - A = ~isie Width B W = Parkiff'llg Space Widt h 

!Figure 6«l.4 Nin@fy' (90°} Degrr~e IParlldn~ ml!Jl~dmtim1. 
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Figure 60.5 Access Drcve Illustration. 

60.18. ACCESS DRIVE REQUIREMENTS 
All access drives are subject to the following standards: 

60.18.1 Approval. All access drive locations shall have the written approval of the Police 
Department Traffic Division. 

60.18.2 Number. No zoning lot shall have more than two (2) driveways per frontage unless 
the Police Department Traffic Division approves additional driveways. 

60.18.3 Access Drive Location. To allow adequate vehicle stacking and turning capacity, 
access driveways shall be located a minimum distance from a street intersection 
based on its classification on the City Street Classification System Map, in its latest 
edition, as follows: 
a. Major Arterial - 120 feet 
b. Minor Arterial - 80 feet 
c. Collector - 50 feet 
d. Local - 25 feet 

60.18.4 Width. Access driveway width shall conform to Table 60.3 specifications. 
60.18.5 Slope. Access driveways and internal roads shall slope no more than 10%. 
60.18.6 Landing. A landing at the entrance of the driveway shall be no less than 25 feet in 

length and have a slope no greater than 43. 
60.18.7 Sight Distance. Site distance from drives shall be approved by the City Engineer. 
60.18.8 Waiver. The Commissioner may waive the access drive standard if it is determined 

that site constraints require a lesser distance and poses no traffic or safety danger. 

Table 60.2 Parking Space Dimensions. 

Parking Space Space Access Parking Bay 
Angle Width Depth Drive Width 

w D A B 

0 (Parallel) 8 22 12 28 
30 9 19 16 54 
60 9 18 18 49 
90* 9 18 22 58 
Notes: All dimensions are in feet 

Aisle widths are for 1-way aisles except for 90 degree parking, which must provide Cl 2-way clisle. 
Any proposed parking angle not shown in Table 60.4 is subject ·i·o approval by the City. 
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Table 60.3 Access Drive Width Standards. 

Use Category 

Dwelling Units 
Single-family 
2-4 
5 or more 
Commercial & Industrial 

Minimum Width in Feet 

9.0 16.0 
12.0 20.0 
12.0 22.0 
12.0 22.0 

60.19 PARKING SPACE AND LOT STANDARDS 
All parking spaces and lots shall conform to the following standards: 

60.19 .1 Standard Parking Space Size. 9 feet in width and 18 feet in length. 
60.19.2 Parking Space Location Limit. No parking space may be within thirty (30) feet of 

the public road access when measured along the interior drive. 
60.19 .3 Designated Compact Car Space Size. 8 feet width and 16 feet length. 
60. 19 .4 Compact Car Space Quantity. Where 20 or more parking spaces are required, the 

applicant may request up to 25 percent of the total required parking spaces be 
clearly designated and reserved for compact cars, and compact cars may be 
included in modules designed for standard spaces. 

60.19 .5 Parking Area Slope. No more than 53. 
60.19.6 Whee~ Stops and Curbs. In any zoning district, for any parking space (except parallel 

parking spaces), wheel stops or curbs shall be installed to prevent vehicles from 
getting any closer than 2 feet to the property line or further than 2 feet into any 
required perimeter screening strip. 

60.19 .7 Terminal island Requirement. All rows of 4 or more parking spaces shall have a 
terminal island to protect vehicles, provide visibility, confine moving traffic to aisles 
and driveways, and provide landscaping space in accord with this Regulation. 

60. 19 .8 Landscaped Divederr Strip ReqYlrremernt. 
1. Off-street parking areas designed to provide four (4) or more double rows of 

abutting side-by-side spaces shall include a continuous landscaped divider strip 
centered on the dividing line between at least one-quarter (253) of such rows of 
spaces. 

2. A divider strip shall have a width of not less than 5 feet, shall be surrounded by a 
raised curb or wheel stops to prevent any vehicular encroachment and shall be 
planted in accord with this Regulation. 
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3. Dead-End Tumaroufl'lld. When the end of the access drive for ninety degree (90) 
parking is a permanent dead-end, a turnaround with a minimum radius 15 feet 
and a 6 feet minimum depth shall be provided. The City Engineer may approve a 
comparable turnaround design. 

60.20 PAVING STANDARDS 
All driveways or private roads which provide egress or ingress to a public street 
shall have a concrete apron, as required by City Ordinance. All access drives, 
parking spaces, off-street parking lots and loading areas shall be paved with a 
suitable form of hard surface, including oil-and-chip, Portland cement, asphalt or 
brick, or other City Engineer approved material, except where the Planning and 
Zoning Commission or Inland Wetlands Agency requires use of porous materials 
due to flooding or water run-off considerations to create a dust free environment 
that conforms to the following criteria: 

60.20.1 Pavement Design. Material composing the pavement and soil underneath shall not 
be displaced by traffic movement in a manner that generates air pollution due to 
flying particles and causes damage, injury or nuisance to people and/ or vehicles 
that use the facility. 

60.20.2 Design and! Constmcti@n. Pavement design and construction of shall be such that the 
physical appearance, characteristics, performance and rigidity of the surface that 
comes into direct contact with vehicles does not change with varying weather con
ditions. Surface form and texture shall be conducive to safe traffic flow. 

60.20.3 Wearr and Tearr. Notwithstanding normal wear and tear, the surface and appearance 
of the parking lot shall be maintained to perform as originally designed. 

60.20.4 Nonconforming ~arrkifl'll91 Arretais, Drri\fewcays, and Access D!'i\fes existing as of July 1, 
2005 not improved with a surface specified herein shall not be required to be paved 
unless a new structure intended by a principal use is constructed or where improve
ment in excess of 253 per cent of the most recent assessed market value of. the 
structure is undertaken. 

6@.21 LIGHTING SlANDA~DS 
All exterior lighting shall be of such shielded and screened so that no light will shine 
or glare directly onto any public right-of-way or exceed .1 foot-candles onto any 
adjacent residential uses. 
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60.22 SUBSURFACE DRAINAGE CONNECTION 
Subsutiace drainage connection to an approved public storm sewer is required, 
satisfactory to the City Engineer and subject to the requirements below. 

60.22. 1 Site Plan shall show the proposed storm water management system including the 
location and size of all drainage structures, storm sewers, swales and swale sections, 
detention basins, outlet lines, and analyses of the effect of said improvements on 
the receiving outlet pipe and storm sewer and the associated swale and high water 
elevations for each storm event. 

60.22.2 Details required. The site plan shall also show a typical detail of the connection 
method to the storm sewer and details for replacement and restoration of all 
paved and unpaved portions of the public right-of-way. 

60.22.3 Supplementary Materials. Additional site specific information may be required by 
the City Engineer who shall also be responsible for inspection and approval of 
work required by this subsection. 

60.22.4 Storm Waterr Management Plan. Any development with more than 10,000 square 
feet of impervious surface area shall prepare a stormwater management plan, 
which shall employ best management practices. Said plan shall be prepared by a 
registered professional engineer and include drainage calculations for existing 
and proposed conditions for 10, 25 and 100 year storm recurrence intervals. 

60.23 Off~STREET PARKING SCREENING 
60.23.1 Intent. This subsection is intended to improve the appearance of off-street vehicular use 

areas and property abutting public rights-of-way, thereby reducing conditions that 
lead to urban blight, promote the public health, safety, and general welfare by redu
cing noise and air pollution, light glare, soil erosion, and thermal heating of the envi
ronment; promote improved stormwater quality and increase soil and water retention, 
thereby helping to prevent flooding, improve pedestrian movement within paved 
areas and along public rights-of-way; protect and preserve the appearance, char
acter and value of surrounding property; and preserve existing significant vegetation. 

60.23.2 Jurisdiction. Any parking facility with 5 or more parking spaces or loading area estab
lished or improved after the passage of this Regulation that abuts a public or private 
right-of-way, a residential zoning district, or preexisting residential use shall be 
screened with a perimeter screening strip meeting the minimum standards in this 
section for those areas which meet the above qualifications. All parking areas with 10 
or more parking spaces established or improved after the passage of this Regulation 
shall also screen traffic by means of interior separations. 

~ ! r r ~lit~ e ll 1 1. I It\ ~ ,, 
i I 1· l 
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60.24 LOCATION AND SIZE OF SCREENING AREAS. 
60.24. 1 Perimeter Screening Strip Width. The minimum perimeter screening strip width along a 

public or private automotive or pedestrian right-of-way is 10 feet. In all other areas, 
the minimum width is 5 feet. Internal separation between cars and traffic shall be 
installed in accord with §60 requirements that can be used, in part, to meet the 
requirement that at least 53 of the interior of off-street parking areas be landscaped. 

60.24.2 Perimeter Strip Planting. Perimeter strips shall have at least 1 tree for every 50 linear 
feet planted at less than 50 feet intervals to achieve even row spacing. Where this 
ratio results in a fraction the fraction shall always be rounded up to the next highest 
number (e.g. 11. 1 trees = 12 trees). Tree plantings shall begin within 20 feet of ends 
of adjoining parking rows. The maximum distance between trees shall be 60 feet. 

60.24.3 Landscape islands. In addition, within each row of 12 or more parking spaces, there 
shall be landscaped islands located so as to prevent more than 8 vehicles from 
being parked side-by-side in an abutting configuration. Such islands shall measure not 
less than 128 square feet, have a minimum dimension of 8 feet, and shall cover 100 
percent of the drip area of trees within them. 

60.24.4 Protection of Material. Curbing, anchored bumper blocks, or other durable 
materials as approved shall protect landscaped areas. Wood timbers that are not 
part of a structural retaining wall shall not be accepted to meet this requiremen~. 
Alternative barrier designs that provide improved infiltration or storage of stormwater 
are encouraged. 

60.24.5 Terminal Islands shall be landscaped with at least 1 tree and ground cover or grass. A 
terminal island for a double row of parking spaces shall be landscaped with at least 2 
trees and ground cover or grass. 

60.24.6 Divider strips between rows of parking shall be landscaped with at least 1 tree for 
every 50 linear feet. 

60.24] Headlight Screening. All parking screening shall be maintained to effectively function 
as a direct headlight screen to a height of 30 inches. There shall be a minimum of l 
shrub for every 5 linear feet. Where planting material is used for hedging or screening, 
at least 503 shall be evergreen, and of a size, quantity and spacing to achieve 50 % 
year-round opacity at planting time. 

60.24.8 Existing vegetation. The City Tree Warden may grant written approval to use existing 
vegetation to satisfy tree planting requirements. 
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60.24.9 Permitted Deciduous Trees .Norway, Sugar and Red Maples, Oaks, Lindens, Ashes, 
Ginkgo (male only), Honey Locust (seedless and thornless), London Planes, Zelkovas, 
or other types with City approval. Small trees such as Crabapples, Hawthorns, Amel
anchier, or Russian Oak, fruit trees, pine or evergreen trees may be permitted by the 
City in planting areas that would not interfere with traffic visibility. 

60.24. 10 Alternate species or plans. The Commissioner, who may be advised by the Tree 
Warden, may approve alternate tree species or planting plans that substantially 
conform to this section's intent. 

. ".NOT lESS. lH1'.N_!~ ~--~ 

NOTTO SCALE 

Figure 60.10 Minimum Planting Area 

60.24. 11 Minimum planting area. 6 feet by 8 feet. Trees shall be located behind bumper stops 
or integral curbing, no closer than 3 feet and no farther than 8 feet from the face of 
the bumper stop or curb. 

60.24.12 Ground cover. Landscaped areas shall be covered with grass, or low vegetative 
ground cover not to exceed 18 inches in height, or if directly beneath shrubs or 
trees, organic mulch. Stone, sand, aggregate, or similar materials shall not be 
accepted to meet this requirement. Where grass or ground cover is required, it shall 
be planted and maintained to present a finished appearance within one growing 
season. 

60.24.13 Visibility Requirement. No building or other structure, sign, fence, wall, hedge, 
shrubbery, or other vision obstruction more than three (3) feet high, as measured 
above mean curb level, shall be placed or allowed to grow within a 20 foot 
visibility triangle formed by two intersecting streets (see Figure 60.8). 

figurre 60.11 Visibility Trriang!e iliustrcdiorn. 

60.24-.14 Materials Maintenance. All plant and tree growth in landscaped areas shall be 
controlled by pruning, trimming, or other suitable methods so that plant materials do 
not interfere with public utilities, restrict pedestrian or vehicular access, or otherwise 
constitute a traffic hazard. All plant areas must be maintained in a reasonably 
weed-free condition and free of undergrowth. All plantings must be fertilized and 
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60.24.15 

60.24.16 

60.25 
60.25.1 

60.25.2 

60.25.3 

60.25.4 

irrigated at such intervals as are necessary to promote optimum growth, and shall be 
maintained as living plant material and replaced within 90 days when any such 
foliage dies or become unhealthy. 

Table 60.4 Screening Shrubs forr ?arking. 

Species Minimum Spacil'l'llg Planting 
*ReqVJJirremeli'ilfi's Height 

Juniper 3 Feet 18"-24" 
Compact Fitzer Juniper 3 Feet 18"-24" 
Dense Yew 3 Feet 18"-24" 
Hicks Yew 3 Feet 18"-24" 
Holly Species 3 Feet 18"-24" 
Euonymous Alatus Compactus 3 Feet 18"-24" 
Spirea Species 3 Feet 18"-24" 

*Measured from center to center at planting grade. 

Modifications. Additional landscaping, screening, preservation of existing vege
tation, or rearrangement of landscaping may be required as a condition of 
approval when development activity would damage existing natural systems or 
processes, to screen mechanical equipment and to prevent traffic hazards or 
other dangers to public safety. Flexibility in standards application may be allowed if 
modifications are consistent with the intent of this Section, if site topographic 
features create conditions so that strict application would result in less effective 
screening and landscaping than alternative landscape designs, existing buildings 
provide adequate screening, existing vegetation is located or spaced in such a 
manner that the addition of required landscaping would be detrimental to the 
plant material or create undesirable conditions, and the applicant provides a 
statement of justification identifying which site conditions warrant the requested 
modification and how it meets the Regulation intent. 

Artificial plants err trees shall not be used. 

COMMERCIAL OR INDUSTRIAL DISTRiClJ' ABUJTI'iNG A RESIDENCE DISTRICT. 
Requirements. Where Commercial or Industrial District prbperty abuts a Residence 
District property, either directly or across a street or alley, the following requirements 
shall apply to the Commercial or Industrial District parking and loading areas. 

A landscape buffer of at least 5 feet width shall be provided between the uses. 

A fence, wali oir everrgrreen p~anting at least 5 feet in height, designed to screen 
noise, odors, visibility and headlight glare, shall be located between the parking or 
loading area and the Residence District (except that such fence, wall or planting 
shall conform to the sight distance requirement in §60.24.13 above. 

Artificial UgMnngJ of a parking or loading area shall be so arranged that no direct 
rays fall within the Residence District. 

DRIVEmTHRU AND WALKmlJP fAC~l!JliESo 
The following requirements shall apply to drive-in facilities, restaurants, banks, pharma
cies, laundries, vending machines, customer pick-ups and other facilities serving 
customers either sitting in their vehicles or stepping oui' briefly to pick up or deliver 
goods or conduct other business: 
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60.26. 1 Vehicle Reservoir or Standing Area. The free flow of traffic and protection of pedes
trian areas provisions in §60.20.6 above shall apply. Compliance with such provisions 
shall be assured by adequate design of the establishment, with particular attention to 
provision of an adequate vehicle reservoir or queue (standing area). 
a. Each queue lane shall be clearly defined so as not to conflict or interfere with other 

traffic using the site, and shall have a bypass lane of 10 feet minimum width 
distinguished from the queuing lane by markings. 

60.26.2 ATM Requirements. No walk-up ATM {automatic teller machine} or similar device 
provided for pedestrian use at a curbside, in a building facade, or in a lobby or vesti
bule visible from the street, shall be allowed in a structure facing a no parking area 
or posted bus stop, unless 4 legal on-street parking spaces, or a minimum of 2 off
street parking spaces within 100 feet walking distance of the installation on the same 
side of the street as the ATM installation, are available for customer use. 

60.26.3 Written ATM Approval Required. All drive-thru or walk-up facilities shall be approved 
in writing by the Police Department Traffic Division. The Commission may adopt 
regulations to assure pedestrian and vehicular safety and free flow of traffic. 

60.27 AUTOMOTIVE ESTABLISHMENTS. 
Where requirements of State Statutes, the Department of Motor Vehicles, Zoning Board 
of Appeals or some other authority also apply, regardless of the district in which the 
use is located, the strictest of the requirements shall control. 

60.27. 1 General Standards. 
a. §60.20.6 provisions for free flow of traffic and protection of pedestrian areas. 
b. Adequate area for vehicle storage and for parking of employee and customer 

vehicles shall be provided on private property. 
c. Facilities shall be so arranged that no servicing of any vehicle shall take place 

on any public street or sidewalk. 
d. No storage of any vehicle shall take place on any sidewalk. 
e. Adjacent residential uses shall be shielded from direct rays of light from the 

illumination of any off-street parking areas. 
60.27 2 Gasoline Stations. 

a. All pump islands shall be located at least 13 feet from any street line. 
b . Sight distances shall not be obstructed by temporary or pem1anent signs, racks, 

displays or other materials or equipment. 
c. Servicing other than retail gasoline and oil sale, and minor services customarily 

incidental thereto, shall be conducted within a building. 
d. Convenience stores and take out food kiosks within gasoline stations shall be 

considered a permitted accessory use. 

60.27.3 Saie of New orr l!Jlsedl Veiilides. 
a. Sale of new or used vehicles and any repair of vehicles shall conform to the 

standards of this subsection §60.22. 

60.27.4. Car or Tmck Wash Ql\JJeuing (a/k/a Auto Laundries). 
a. A quell.Jing area of at least 20% of the vehicular hourly capacity for waiting 

customer vehicles shall be provided outside the car/truck wash. 

60.27.5 Repair and LimHted rrepao11 o!I Veho~ies. 
a. All repairs other than for minor emergencies and all servicing except customary 

outdoor services such as tire and chain work shall take place within a bui!don$JI. 
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b. All vehicles inoperable by reason of collision shall be stored within a building or be 
screened as to be hidden from view from streets and surrounding properties. 

60.28 RELIEF FROM STANDARDS. 
Only the Planning and Zoning Commission shall have the power to lessen the 
requirements of this Regulation as to the number of parking or loading spaces 
required and/or increase the maximum allowable walking distance to such parking 
spaces, but only upon a finding that such other standards will be adequate. 
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